
Report Date:    04.08.2021

Part Nr MPRAA25B1M2120

 Customer SEAL WELD PRO AS Lot 285499 A3.047

Description EPDM KENAR KORUMA 14x8mm 316L/UL94

MATERIAL CONTROL

1. EPDM Solid Compound:  FIREPROOF EPDM UL 94 V0 

Tests Limits 1 Results TECHNICAL DRAWING

Density gr/cm³ 1,29 - 1,35 1,32 OK

Hardness Sho A 70 - 75 73 OK

2 . Reinforcement : Stainless Sheet 316 L

Width mm   26 - 0,3 25,94 OK

Thickness mm 0,47 ± 0,02 0,48 OK

DIMENSIONAL CONTROL

Cont 

No
Limits ( Units mm ) 1 2 3 Results

A 8 ± 0.7 8,1 8,12 8,09 OK

B 14 ± 0.8 14,3 14,35 14,28 OK

C 2.5 ± 0.4 2,57 2,62 2,68 OK

D 4.2 ± 0.5 4,1 4,15 4,22 OK

Note : Do not measure over Technical picture!..

MECHANICAL CONTROL

Tests Spesifications Limits 1 2 3 Results

** Mounting Force

** Removing Force

*** Tubing Pressing Force

**** Adhesion Force

NOTE:   ** Only apply for reinforcement material product. ***Apply for reinforcement material and sponge product

**** Apply for reinforcement material and gummed product. Spong part is separate done from reinforcement solid part.

EXPLANATION : Final Result

Prepared By / Project Responsible Approval by / Quality Responsible

Bedir DURMUŞ Mustafa TİSKE

QUALITY CERTIFICATE OF PRODUCT

OK

SAMPLE PRODUCTION 
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